








were enough to keep the boat moving at 3-4
knots in just 5 knots true. Dehler went with a
jib track on deck to allow a clean sheet lead
along the coachroof/deck join aft to the
winches. Thanks to a conveniently placed
clutch, both jib and main can be sheeted to
the same winch when short-handed (see
panel, right).

For racing, however, | felt there was not
enough room for the main trimmer to sit
between the wheel and the winch, so they
would have to trim from forward of the
winch, which is out of reach of the traveller.
The latter is well-designed, set into the deck
with cleats on the coaming and in a perfect
position to be adjusted from the helm.

The helmsman, meanwhile, has a
comfortable position to both windward and
leeward, with full control of the mainsail.
Moreover, the 1:24 backstay tensioner can
be led to the helm.

« Above: the new
38 has a more

contemporary look,
but retains Dehler's

As the elusive breeze finally started to fill
in, tickling up white caps from the azure
waters, | was able to appreciate what Karl
Dehler meant about the pure pleasure of
sailing. “We want to extract the best
performance the whole time,” he said. “If you
have a boat that only sails in over 12 knots,
but 20 knots is too much, it only has very
limited appeal.”

With around 10 knots of breeze, we were
making speeds into the low 7s close-hauled.
tacking through 75°, and high 7s close-
reaching with the boat nicely heeled and
light pressure on the wheel from a delicate
weather helm.

A 28hp Volvo with a fixed two-bladed
propis the standard engine, although the
test boat had the optional 40hp version,
which we felt was a tad unnecessary, with a
folding three-bladed prop. This produced
7 knots at 2,100rpm. or 8 knots full tilt.

good performance

“ Above: Karl
Dehler, the driving
force behind the 38

The sheet and car adjusters are led
tidily along the deck at the coachroof/
deck join. With the German sheeting
blocks following the same lead, this
makes for a very neat set-up. For those
sailing short-handed, a clutch mounted
on the side of the coaming in reach of
the helmsman means you can cleat off
the main and use the aft winches for
the jib sheets. So you can easily change
over sheets and control both sails. u
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Curved lockers can be raised
to provide useful stowage.
Flip-down cushions provide
headrests - rather reminiscent of
aircraft seating. The tableis a
practical size with a slide-out
section for bottle stowage. Drawers
under saloon berths are handy.
Nice touches include the varnished
teak surrounds on hull ports, fabric
lining the hull and headlining, plus
full-length alloy grabrails.

Alift-top compact table
that can be slid aft to extend the
saloon seating. Raised lockers open
to expose optional plotter, VHF,
stereo and switch-panel — but
wiring access to the latter is poor.

Narrow doorways, a
small double wardrobe and long
raised shelves. If choosing the
second aft cabin to port, you would
find it very snug for two, with little
stowage. However, with the swing
door to the heads closed, it makes
the cabin feel larger.

A Hansefied interior’

Down below the Dehler feel is maintained
although some of the more modern
technigues and benefits of Hanse are
evident. The test boat was finished in teak
and looked smart, with good stowage and an
innovative layout. The extra space provided
by the beam and the light through the hull
windows made an immediate impact.

The other stand-out feature is the curved
joiner work, including the table, chart table,
heads enclosure and raised lockers, which is
both practical and stylish. | had wondered
how Hanse might try to replicate Dehier’s
joinery skills and the answer was to use Alpi,
amulti-laminate veneer normally finished
with melamine. Our teak option looked
acceptable — mahogany is standard.

The standard layout comprises two
cabins, but there is the option for a third, as
aboard the test boat, thanks to an innovative
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swing door through the heads. Proportions
are good, though she seemed tolack a
Hanse’s standing room. And there's a
sensible trade-off with the chart table — you
still get one, but it slides aft to allow seven to
sit around the saloon table.

All windows open for ventilation and
there’s a fancy lighting system with indirect
and overhead LEDs. However, there were
some sloppy areas behind the scenes. The
furniture is not structurally bonded and
there seemed to be a significant amount of
hull liner used for headlining. All-round
engine access is excellent, but the insulation
is poor and access panels have little seal.
Door latches often stuck shut, sealant finish
was sloppy, floorboards creaked —although
these will be screwed down on later boats -
doorways are very narrow and end grain was
not sealed on soleboards. Hopefully, these
teething problems will be ironed-out.

(ﬂ“\! Galley Aroutine, compact L-shaped galley with practically
= designed stowage space, including compartmentalised,
soft-closing drawers and customisable hullside stowage. The fridge
has top and front-opening doors, and deep Corian fiddles line the
work surfaces. There is provision for a bin inboard below the sinks,
but no attempt to utilise the generous space fully.



@ '\ Forward cabin Areasonable-sized
owner's cabin with adequate

changing room. A small wardrobe on each
side with double doors provides enough
stowage for a week’s cruise, and there are
practical alcoves and tables beside the
berth as well as raised shelves. Somewhat
austere, with no below-berth stowage.

ij,... | Heads Unusually, the heads is a

= talking point, thanks to the clever
use of a shared swing door to the heads
and aft cabin. There's useful stowage
above and below the moulded sink, plus a
towel hanging alcove opposite. The sole
of the sink area will inevitably get some
spillage from the wet room, but it'sa
practical, if compact, shower with
flip-down seat over the heads and
convenient shelves for shampoos.

Conclusion

The new Dehler certainly hasn't lost the legs,
looks or feel of Dehlers past. She may not be
finished quite as tidily as her predecessors,
but this is reflected in a price that'sina
temptingly different league. For that price
you're still getting Dehler performance, which
will make you happy, keep you hogging the wheel and perhaps
steal a march on some more expensive rivals.

The slight own goal of this pricing restructure is that it
renders Dehler’s own 41 all but redundant, as the 38 feels more
spacious throughout and costs €100,000 (£85,000) less.

| was surprised to see the tanks positioned under the berths
fore and aft. Karl Dehler admits it's not ideal for weight
management, but to Dehler’s credit it's because he didn't want
to compromise on tank size.

Allin all this is a versatile, practical, sporty cruiser that's fun
to sail fully crewed or short-handed, and with the performance
upgrades offered, it promises to make an enjoyable club racer.

SPECIFICATIONS

LOA 11.30m 37ft lin
LWL ~ 1040m  34itlin
Beamr(max) 375m " 12ft4in
Draught B 200m  6ft7in
Disp (lightship) 7100kg 156530
Ballast 2250kg 4,960
Sail area ~ 782m ga2re
Bert;:s & -
Engine ~ 28hpVolvo D1-30SD
Water 300t 66gal
Fuel 160t  35gal
-Sailarea:disp_i- 213_ o :
Disp: LWL 176

Price (exVAT)  €129,000(£109.091)

Design:Judel/Vrolijk
www.dehler.com

SEE THE VIDEO

yachtingworld.com/video
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Or scan this code with your
phone or tablet to access the
Dehler 38 video
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